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§51.325

that of another collocating tele-
communications carrier at the incum-
bent LEC’s premises and to connect its
collocated equipment to the collocated
equipment of another telecommuni-
cations carrier within the same prem-
ises provided that the collocated equip-
ment is also used for interconnection
with the incumbent LEC or for access
to the incumbent LEC’s unbundled net-
work elements.

(1) An incumbent LEC shall provide
the connection between the equipment
in the collocated spaces of two or more
telecommunications carriers, unless
the incumbent LEC permits one or
more of the collocating parties to pro-
vide this connection for themselves;
and

(2) An incumbent LEC is not required
to permit collocating telecommuni-
cations carriers to place their own con-
necting transmission facilities within
the incumbent LEC’s premises outside
of the actual physical collocation
space.

(i) An incumbent LEC may require
reasonable security arrangements to
separate a collocating telecommuni-
cations carrier’s space from the incum-
bent LEC’s facilities.

(J) An incumbent LEC shall permit a
collocating telecommunications car-
rier to subcontract the construction of
physical collocation arrangements
with contractors approved by the in-
cumbent LEC, provided, however, that
the incumbent LEC shall not unreason-
ably withhold approval of contractors.
Approval by an incumbent LEC shall
be based on the same criteria it uses in
approving contractors for its own pur-
poses.

§51.325 Notice of network changes:
Public notice requirement.

(a) An incumbent local exchange car-
rier (“‘LEC’’) must provide public no-
tice regarding any network change
that:

(1) Will affect a competing service
provider’s performance or ability to
provide service; or

(2) Will affect the incumbent LEC’s
interoperability with other service pro-
viders.

(b) For purposes of this section, inter-
operability means the ability of two or
more facilities, or networks, to be con-
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nected, to exchange information, and
to use the information that has been
exchanged.

(c) Until public notice has been given
in accordance with §§51.325 through
51.335, an incumbent LEC may not dis-
close to separate affiliates, separated
affiliates, or unaffiliated entities (in-
cluding actual or potential competing
service providers or competitors), in-
formation about planned network
changes that are subject to this sec-
tion.

(d) For the purposes of §§51.325
through 51.335, the term services means
telecommunications services or infor-
mation services.

[61 FR 47351, Sept. 6, 1996]

§51.327 Notice of network changes:
Content of notice.

(a) Public notice of planned network
changes must, at a minimum, include:
(1) The carrier’s name and address;

(2) The name and telephone number
of a contact person who can supply ad-
ditional information regarding the
planned changes;

(3) The implementation date of the
planned changes;

(4) The location(s) at
changes will occur;

(5) A description of the type of
changes planned (Information provided
to satisfy this requirement must in-
clude, as applicable, but is not limited
to, references to technical specifica-
tions, protocols, and standards regard-
ing transmission, signaling, routing,
and facility assignment as well as ref-
erences to technical standards that
would be applicable to any new tech-
nologies or equipment, or that may
otherwise affect interconnection); and

(6) A description of the reasonably
foreseeable impact of the planned
changes.

(b) The incumbent LEC also shall fol-
low, as necessary, procedures relating
to confidential or proprietary informa-
tion contained in §51.335.

[61 FR 47351, Sept. 6, 1996]
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§51.329 Notice of network changes:
Methods for providing notice.

(a) In providing the required notice

to the public of network changes, an
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